
INCLINED THERMAL CONDITIONER
FEATURES

• Homogeneous, high quality and nutritious feed 
production

• High efficiency by making homogeneous 
mixture with steam

• The amount of steam to be added to the feed 
can be adjusted with proportional valves.

• On all steam valves
• Wide capacity range according to the cooking time
• With the variable speed feeder, cooking time and 

capacity can be adjusted
• Conditioner with adjustable paddles and conditioner 

with the addition of steam
• Temperature control is provided from different points
• The surface of body is heated
• Low investment, operating and maintenance costs
• Maximum flexibility and variety
• Spare parts and customer service

• Homogeneous, high quality and nutritious feed 

• Wide capacity range according to the cooking time
• With the variable speed feeder, cooking time and 

• Conditioner with adjustable paddles and conditioner 

• Temperature control is provided from different points

• Low investment, operating and maintenance costs

POULTRY



Yemmak Inclined Thermal Conditioner has an inclination angle that provides product filling control and adjustable cooking time. The 
conditioner always runs full thanks to the sensor on its input. On the product outlet side, there is an discharger that does not allow steam 
leakage and can adjust the capacity.

The adjustable steam supplied to the conditioner ensures homogeneous cooking thanks to the paddles on the rotor. The temperature on 
the body can be controlled.

AREAS OF USAGE

• Poultry Feed Mills

INCLINED THERMAL CONDITIONER

MODEL
DIMENSIONS (mm) CAPACITY (ton/h)

(Cooking Time 1,5-3 min)A B C D E F G H

ITC-520/4600 5850 1125 2960 1175 300 450 600 250  10 - 20

leakage and can adjust the capacity.

The adjustable steam supplied to the conditioner ensures homogeneous cooking thanks to the paddles on the rotor. The temperature on 


